IRRIGATION NOTES

IRRIGATION EQUIPMENT LEGEND SHRUB HEADS

| TURF HEADS

installation. The first row of techline shall be installed 4' away from back of sidewalk & 2' O.C. thereafter.

SYM. MANUF./ DESCRIPTION | NOZZLE RADIUS GPM PSSl

1 The system is based on a 45 pei ond 55 gpm. ovoilable at the discharge outlet of the mefer or other point of connsction. The Confractor shiall verify the : STYMBOL | MANUFACTURER & DESCRIPTION . ! T VVVYY | TORC 5705-12P-PRX-COM | 8 MPR SERIES F, H, T, Q, VAN 113, 056, 0.54, 0.25, VARIES
same af the award of the contract. The Contractor shall notify the Landscape Architect immediately if the data is significantly different and would adversely : ;
affect the operation of the system. ' , VY VIV | TORO 5705-12P-PRX-COM | 10' MPR SERIES F, H, T, Q, VAN 155, 0.80, 0.59, 0.45, VARIES
2 The Contractor shall not willfully install the irrigation system as shown on the drawings when it is obvious in the fisld that obstructions, grade differences or i B 4 IRRITROL JLTRAFLOW SERIES (SIZE AS NOTED] KOEHEEE | TORO 5705-12P-PRX-COM | 12' MPR SERIES F, TT, H, T, Q, VAN 2.27, 151, 119, 0.85, 0.56, VARIES
differences in the drea dimensions exist that might not have been considered in the engineering. Such obstructions or differences should be brought to the
aftention of the Landscape Architect and the Owner's representotive. In the esvent this notificafion is not performed, the contractor shall assume full = g R NTROL: S Ao |EBEBMME] TORD 570%-12P-PRX-COM | 15' MPR SERIES F TQ, TT, H, T, Q, VAN | 400, 283 183, 124, 096, VARIES
responsibility for any revisions necessary at no expense to the owner. A ALEX-TRONIX IRRIGATION CO OLLER - ENERCON SERIES : il T i ! : :

- 0B M TORO 5705-12P-PRX-COM | 4-SST (4x24} & 4-EST [3x12) 101, 0.51
2 The systermn fectures are shown schematicaliy for graphic clority. ?ip%ngi valves, etc. Shown within paved oregs are for design clarification only and shall be . S : I A o NG : i !
installed in planting areas. Install all piping and valves in common trenches where feasible.. The Contractor is responsible for selecting the proper nozzle arcs FEBCO - #825Y-2" REDUCED PRESSURE BACKFLOW PREVENTOR
and adjusting the heads for complete coverage.
4 When drip ftechline is specified, emitter tubing shall be installed to minimum depth of 4% Contractor shall alse adhere fo Manufacturers instructions for proper 1 >4 NIBCO - BRONZE GATE VALVE [LINE SIZE)

| | o ,, | - .. s |  sYM. | MANUF/ DESCRIPTION
5 The irrigafion sysferm and all other mechanical, electrical, and structural systems shall be installed in accordance with all Federal, State, and Local codes and M 2" WATER METER

NOZZLE RADIUS GPM

E

manufacture specifications recommendations and requirements, Nofify the Landscape Architect immediately in writing prior fo signing o contract with the owner of

DPOoOOBO | TORO 5705-6P-PRX-COM
any conflicts. Conflicts noted after signing or after the commencement of work shall be the sole responsibility of the contractor. ,

8 MPR SERIES F, H, T, Q, VAN 113, 0.56, 0.54,

0.25, VARIES 25

4 o . ‘ ' ] @SS ®@® | TORO 5705-6P-PRX-COM
6 Concrete thrust blocks shall be provided on all mainline piping. They are to be located at all abrupt changes in pipeline grade, changes to horizontal ' MAINLINE - SCHEDULE 40 PVC PIPE [SIZE AS NOTED)

110" MPR SERIES F, H, T, Q, VAN 1155, 0.80, 0.59,

0.45, VARIES 125

alignment, reduction in pipe sizes, end of line and in-line valves to absorb any axial thrust of the pipe. The pipe manufacture's recommendations for thrust

: , , S ; ; : IKIDEHEEB | TORD 5705-6P-PRX-COM
blocks must be formed cgonst undisturbed earth :

12! MPR SERIES F, TT, H, T, Q, VAN 1227, 151, 119, 0.83, 0.56, VARIES

7 All main line pipes shall be pressure tested per standard irrigation specifications without the valves installed. The contractor shall provide dll equipment

LATERALS - CLASS 200 PVC [SEE SIZING CHART] BMEEMOE| TORO 570S-6P-PRX-COM

15' MPR SERIES F, TQ, TT, H, T, Q, VAN | 4.00, 2.93, 183,

needsd. Maximum of 5 psi loss cliowed per 4 hour test period as inspected by the city's consiruction mancgement division. If ory lsaks develop, the repairs
are to be made and test repeated until the system is proven watertight.

SLEEVES - SCHEDULE 40 PVC

@©® | TORO 5705-6P-PRX-COM

4-55T [4x24] & 4-EST [3x12) 1101, 0.51

i 25
124, 0.96, VARIES |25

& The coniractor is fo center logd the pipse and leove dll joints exposed for inspsction. The pressurs test sholl be observed and approved by the inspecior. '  BUBBLERS
When the pipe is proven watertight and only then may the line be backfilled.

8 All irrigation work shall bs installed per city of Visclia's standard specifications. “he Contractor shall secure o copy of the current specifications ond set U

SYM. MANUF./ DESCRIPTION

PATTERN;, BODY GPM; RADIUS

[pst

Q@ pre-construction meeting.

® {2} FB-50-PC NOZZLE

FLOOD; 5705-3P-PRX-COM 0.45; N/A

25

10 The Contractor is required fo provide the Owner with o complete project with 100 percent coverage. He/she shall install any odditiongl heads, nozzle

changes, valves, irrigation lines, wire, efc. as necessary to accomodate any necessary field changes. The Contractor shall make dil needed changes as directed i :
; b : : 2 GPM
by the Landscape Architect and provide the owner with a complste project at no additional cost to the owner.

1 Install check valves at the base of any heads that display low end drainoge. These shall be included in the Confractors price and shall be added as . | ELECTRIC VALVE DESIGNATION
directed by the Landscape Architect and provide the owner with a complete project with no additional cost to the owner, :

12 The Comtracter shall guarantee the irrigation system and dll its components for the pericd specified in the confract; after final acceptance by the Landscape ' o < o g ,
Architect. The Coniractor shall be responsible for all materials and labor associated with the guarantese, including but not limited to the loss of plant material LATERAL FIFE SIZING CHART
or damage fo structures due to the failure of the irrigation system.

| ©0-7 GPM USE 3/4" CL 200 PVC LATERAL LINE
13 The Contractor shall be responsible for providing adequately sized slesving for all irrigation, lighting, and other landscape components. The drawings are 7-12 GPM USE 1" CL 200 PVC LATERAL LINE

intended fo be a guide only. Slesves shall be clearly marked during construction and shall occur under all paved areas and shall extend one foot minimum 12-20 GPM USE 1 1/4" CL 200 PVC LATERAL LINE
beyond all paving.

20-28 GPM USE 1 1/2" CL 200 PVC LATERAL LINE
~ ' H

14 Splicing of 24 volt wires will not be permitted except in valve boxes. Leave a 24" coil of excess wire at sach splice. Label all wires w/ waterproof ig_;g g;iﬁ ggg 2 %?2%* éiozgzc?i—féng?éRiﬁkimﬁ

markers of dll splices, valve manifolde and ot controller. All exposed 110v wires shall be placed in rigid metal conduit and hord wired directly to 110v service. | e ' o ' o E e

All exposed low voltage wire for irrigation shall dlso be placed in rigid metal conduit. NOTES

1. CONTRACTOR IS RESPONSIBLE TO VERIFY MAXIMUM
FLOW FOR EVERY STATION IN G.PM. "

2. IRRIGATION COMMON AND CONTROL WIRE WILL BE

EVISION
#14 UF/UL DIRECT BURIAL IRRIGATION WIRE AS NEISIohs
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